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TRAFFIC LANE PRE-SPRAY

\ LYNX TRAFFIC LANE PRE-SPRAY loosens the toughest water and
oil-based stains before extraction or shampoo cleaning. Enhances
cleaning efficiency, reduces over wetting and saves labor time.

/

m Fastacting butyl-based concentrate.

DIRECTIONS: Dilute up to 1:64 depending on the amount of soil. Spray carpet lightly
holding sprayer 12" to 16" from the surface. Avoid overwetting. Allow solution to remain on
carpet 5-10 minutes before extraction.

Note: This productis moderately alkaline and therefore not recom-mended on stain resistant
(5th generation) carpets.

DANGER: CORROSIVE: May cause irritation of skin and respiratory tract. May be absorbed
through skin. Keep out of reach of children. It is recommended that protective gloves and
safety glasses be worn when using this product. Make sure there is adequate ventilation.
RefertoM.S.D.S. and product label for additional safety information.

TYPICAL PROPERTIES:

Specific Gravity:.........coocovvreunn. 1.065

PH: o, 13.2

Total Alkalinity (as Na,0):.......... 1.90%
SOIVENTS:......oviciiceeis 8.0%
SOliAS:...vvvcvveieeeeee s 12.1%

OdOr: e Butyl
Appearance:........cccoeveeurneneens Clear blue liquid
Manufactured by:

ABC COMPOUNDING COMPANY, INC.
ATLANTA, GA/DALLAS, TX LX1804/0605

FEATURES

Highly Concentrated
(dilute Up To 1:64)

Enhances Cleaning
Efficiency
Reduces Over Wetting

BENEFITS

Compatible With Most
Carpet Extraction
Cleaners And Shampoos

WHERE TO SELL
Lodging Facilities

Office Buildings

Schools & Healthcare
Facilities

Shopping Centers / Malls
Country Clubs
Automotive Dealers
Airports

Funeral Ho_mes/
Mortuaries

www.lynxclean.com

Lynx is a Registered Trademark of
ABC Compounding Co., Inc.



