
LX0112 Lynx is a registered trademark of
ABC Compounding Co., Inc.

LYNX® FAST ACTING FLOOR FINISH REMOVER is dilutable in hot or cold water, highly 
aggressive, fast acting and formulated to be used with or without scrubbing machines.

DIRECTIONS
1) Dilute up to 1 to 4 with water.
2) Apply the diluted solution directly to the floor scrubbing vigorously with a mop or   
 stripping pad. Allow to remain 5-10 minutes.
3) Remove with a mop, wet vacuum or automatic scrubber.
4) Rinse twice with clear water.
5) Let the floor dry thoroughly before applying new finish or sealer.

DANGER
Keep out of reach of children. Read label and sds before use. 
Causes severe skin burns and eye damage. 
May cause respiratory irritation. Harmful if swallowed. 
May be corrosive to metals.

Refer to SDS for additional safety information. 

TYPICAL PROPERTIES:
Specific Gravity:....................................1.09
pH: ........................................................13.5
Total Alkalinity: ......................................12.0
Fragrance: ............................................Sassafras
Appearance: .........................................Clear light amber liquid

Manufactured by:
ABC COMPOUNDING COMPANY,INC.
ATLANTA,GA/DALLAS,TX LX0112-6560.092420

FAST ACTING
FLOOR FINISH REMOVER

FEATURES
Dilute In Hot

or Cold Water
Formulated To Be

Used With or Without
Scrubbing Machines
Highly Aggressive

 BENEFITS
Labor Saver

Non-ammoniated

WHERE TO SELL
Hospitals / Healthcare

School Systems
Grocery / Convenience

Stores
Shopping Centers / Malls

Sports Facilities
Office Buildings

Airports


