
Manufactured by:
ABC Compounding Co., Inc.
PO Box 16247, Atlanta, GA 30321

LYNX® ALKALI DRAIN OPENER is formulated to hold two times more grease and fats in 
suspension than most alkaline drain openers.

DIRECTIONS: For maintenance of unclogged drains, pour drain opener in drain lines at regular 
intervals. For clogged drains, add drain opener directly into drain line. Lynx® Alkali Drain 
Opener is heavier than traditional liquid alkali drain openers thus enabling it to penetrate 
blockage faster.

DO NOT ADD HOT WATER
DANGER: CONTAINS POTASSIUM HYDROXIDE
DANGER: Keep out of reach of children. Read label and SDS before use. 
Causes severe skin burns and eye damage. Harmful if swallowed. May 
be corrosive to metals. 
Refer to SDS for additional safety information. 

TYPICAL PROPERTIES:
Specific Gravity:.................................... 1.415
pH (1% solution): .................................. 13.5
Alkalinity (as K5O): ...............................  35.4
Solid: ....................................................  42.1%
Appearance: ........................................  Clear red liquid
Odor...................................................... Odorless

LX1402 Lynx is a registered trademark of
ABC Compounding Co., Inc.LX1401-6137.102320

ALKALI DRAIN OPENER FEATURES
Highly Concentrated

Potassium
Hydroxide-based

BENEFITS

Holds Twice The Grease
and Fats In Suspension
As Most Alkaline Drain

Openers
Excellent For Grease

And Body Fats

WHERE TO SELL
Food Service

Establishments
Such As:

Restaurants, Bars,
Cafeterias & Kitchens
Commonly Found In:
Schools & Healthcare

Facilities
Food Processing Plants

(beef, Poultry, Fish, 
Canneries)


